
  

6 2 53 AU Wireless Vantage Pro 2  

  

with  

24 - Hr Fan Aspirated Radiation Shield  

and WeatherLink Console 

  

  

A wireless weather station with a versatile sensor suite that combines our  

rain collector, temperature and humidity sensors and anemometer into one  

package. You can customize your  Vantage Pro   2    by adding consoles or the  

special - purpose options . First and only weather station in its class to use  

frequency hopping spread spectrum radio technology to transmit weather  

data wirelessly up to  1 ) ,000 ft (300 m   

Features 

  

- 

  

Industry leading transmission distance of 300m line of sight.   

- 

  

Anemometer cable at a length of 12m to allow for perfect  placement.   

   

   



 

- 

  

WeatherLink Console    offers connectivity to push data online to  

weatherlink.com   

- 

  

Fast updates every 2.5 seconds   

- 

  

Touchscreen interactive display    

- 

  

24 - Hr Fan Aspirated Radiation Shi eld for absolute  Temp/Hum  accuracy   

Includes 

  

- 

  

Solar powered Integrated Sensor Suite 
  

- 

  

Rain Collector 
  

- 

  

Temperature and humidity sensors 
  

- 

  

Anemometer with 1 2 m cable 
  

- 

  

Solar panel 
  

- 

  

WeatherLink Console  
  

- 

  

Power adaptor for the console 
  

- 

  

Mounting hardware 
  

- 

  

24 - Hr Fan Aspirated Radiation Shield 
  

M ounting options 

  

- 

  

) 7716  Mounting tripod (not included 
  

- 

  

7717  Mounting Pole (not included ) 
  


